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ATTACHMENT A 



65. (Currently amended) A surgical suction irrigation 
apparatus , comprising : 
a handpiece-^ 

a pump unit having a gravity - connected to an irrigation 
liquid aupply inlet source and a gravity an irrigation liquid 
flow conduit supply tube connected between said inlct pump unit 
and said handpiece, a prcoourc adding impeller in oaid 
conduit , — oaid impeller said pump unit having a deenergized 
condition in which it is inert to gravity pressure— providing 
irrigation liquid flow to said conduit supply tube , said 
impel lcr pump unit having an energized, pressure adding 
condition in which irrigation liquid in said conduit supply 
• tube downstream of said impel lcr pump unit is at higher than 
gravity pressure; 

a suction valve unit on said handpiece between a suction 
source connection on said handpiece and a surgical site 
connectable port conduit on said handpiece; 

an irrigation liquid v alve unit on said handpiece between 
said peaetr surgical site connectable conduit and an irrigation 
liquid inlet connection to said conduit supply tube , said 
irrigation liquid valve unit including an impcllcr a 
deenergized/ impel lor energized pump control operatively 
connected to said pump unit, said liqui d irrigation valve unit 
having: 1) a fully closed position corresponding to said de- 
energized condition of said pump unit and closing off of the 
irrigation liquid inlet connection f rom to said conduit; 2) 
partially closed positions corresponding to said de-energized 
condition of said pump unit that provide gravitational 
pressure irrigation liquid to said conduit; 3) partially open 
positions corresponding to said energized condition of said 
pump unit to provide greater than gravitational pressure 
irrigation liquid to said conduit; and 4) a fully open 
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position corresponding to said energized condition of said 
pump unit to provide maximum irrigation liquid to said 
conduit . 

66. (Currently amended) The apparatus of Claim 65— i*i 
which , wherein said deenergized/ energized control comprises a 
switch on said handpiece and a signal path between said switch 
and said pump unit . 

67. (Currently- amended) The apparatus of Claim 66— if* 
which , wherein said switch ^ comprises an electric switch and 
said signal path ^comprises an electric current flow path. 

68. (Currently amended) The apparatus of Claim 67— if* 
which , wherein said pump unit comprises an electric current 
source and oaid includes an irrigation liquid inlet io formed 
as an upstanding hollow spike having f or receiving an 
irrigation liquid supply bag cngagablc, — hanger portion . 
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